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Introduction 

 

This narrative is being provided to assist the reader in understanding the content of referenced operating permit.   

Complex issues and unusual items are explained here in simpler terms and/or greater detail than is sometimes 

possible in the actual permit.  The permit is being issued pursuant to: (1) Georgia Air Quality Act, O.C.G.A § 12-

9-1, et seq. and (2) Georgia Rules for Air Quality Control, Chapter 391-3-1, and (3) Title V of the Clean Air Act.  

Section 391-3-1-.03(10) of the Georgia Rules for Air Quality Control incorporates requirements of Part 70 of 

Title 40 of the Code of Federal Regulations promulgated pursuant to the Federal Clean Air Act.  The narrative is 

intended as an adjunct for the reviewer and to provide information only. It has no legal standing.  Any revisions 

made to the permit in response to comments received during the public participation and EPA review process will 

be described in an addendum to this narrative. 
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I. Facility Description 

 

A. Facility Identification 

 

1. Facility Name:  Graphic Packaging International, LLC – Augusta Mill Addition 

 

2. Parent/Holding Company Name: Graphic Packaging International, LLC 

 

3. Previous and/or Other Name(s):  

 

 Resolute FP US Inc. 

 Augusta Newsprint Company, LLC 

 Augusta Newsprint Company 

 Abitibi – Price Southern Corporation 

 

4. Facility Location: 2434 Doug Barnard Parkway, Augusta, Georgia (Richmond County) 

 

5. Attainment, Non-attainment Area Location, or Contributing Area – The facility is located in an 

attainment area. 

 

B. Site Determination 

 

Graphic Packaging International, LLC – Augusta Mill Addition (AIRS No. 245-00062) is assigned a 

SIC Code of 2621 (Papermills) and Graphic Packaging International, LLC – Augusta Mill (AIRS No. 

245-00006) is assigned a SIC Code of 2631 (Paperboard Mills).  These sites are adjacent to each other, 

separated by a railroad track and a two-lane road.  While driving, the entrances to the plants are less 

than 2 miles apart; the property themselves have less than ¼ mile distance between. Graphic Packaging 

International, LLC is now the parent company to both facilities.  Under EPA guidance for Part 70 Site 

Determination, these two properties share the same first two digits of the SIC Codes, are considered 

to be contiguous or adjacent, and are under common control; therefore, they are part of the same Part 

70 Site. 

 

This Title V Permit will cover only Graphic Packaging International, LLC – Augusta Mill Addition 

(henceforth, “Augusta Mill Addition”).  Graphic Packaging International, LLC – Augusta Mill has 

applied for a separate Title V Permit under a separate application. 

 

C. Existing Permits 

 

Table 1 below lists all current Title V permits, all amendments, 502(b)(10) changes, and off-permit 

changes, issued to the facility, based on a comparative review of form A.6, Current Permits, of the 

Title V application and the "Permit" file(s) on the facility found in the Air Branch office. 

 
Table 1:  List of Current Permits, Amendments, and Off-Permit Changes 

Permit Number and/or 

Off-Permit Change 

Date of Issuance/ 

Effectiveness  

Purpose of Issuance  

2621-245-0062-V-05-0 August 26, 2020 

(expired May 6, 2021) 

Ownership change 
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D. Process Description 

 

1. SIC Codes(s) 

 

2621 – Paper Mills 

 

The SIC Code(s) identified above were assigned by EPD's Air Protection Branch for purposes 

pursuant to the Georgia Air Quality Act and related administrative purposes only and are not 

intended to be used for any other purpose.  Assignment of SIC Codes by EPD's Air Protection 

Branch for these purposes does not prohibit the facility from using these or different SIC Codes 

for other regulatory and non-regulatory purposes. 

 

Should the reference(s) to SIC Code(s) in any narratives or narrative addendum previously issued 

for the Title V permit for this facility conflict with the revised language herein, the language herein 

shall control; provided, however, language in previously issued narratives that does not expressly 

reference SIC Code(s) shall not be affected. 

 

2. Description of Product(s) 

 

The Augusta Mill Addition processes wood chips and secondary fiber to produce newsprint using 

TMP/RNP technology. 

 

3. Overall Facility Process Description 

 

Virgin pulp is produced in the thermomechanical pulp (TMP) mill.  In the TMP mill, wood chips 

are steamed and sent to refiners to produce pulp.  The pulp is then sent to the bleaching tower, 

which utilizes sodium hydrosulfite as the bleaching agent.  The TMP mill includes a Turpentine 

Recovery System to recover turpentine vapors for sale as a commercial by-product.  The Mill 

currently does not produce turpentine, but is authorized to construct and operate a recovery system.  

The pulp produced in the TMP mill is then supplied to the paper machines. 

 

Secondary fiber is produced in the Recycled Newsprint (RNP) mill.  Old newsprint and magazines 

are sent to a pulper where the recycle material is converted to useable pulp.  The converted pulp is 

then sent to deinking cells to remove the remaining ink.  The pulp produced in the TMP and RNP 

mills is then supplied to the paper machines.   

 

Pulp generated on-site in either the thermochemical pulp mill or the recycle newsprint mill is 

supplied to the paper machines.  Different combinations of pulp, chemicals, and additives are used 

to produce various blends of newsprint. 

 

A 400 MMBTU/hr Hog Fuel Boiler, which burns a combination of biomass (bark, sawdust, wood 

chips, and pecan hulls), used oil, pulping sludge, and/or natural gas as the primary fuel and 

distillate oil (kerosene, diesel fuel, or No. 2 Fuel Oil), as the backup fuel, is used to provide steam 

to the paper machines. A 270 MMBTU/hr Package Boiler, which burns natural gas as the primary 

fuel and distillate oil (kerosene, diesel fuel, or No. 2 fuel oil) as the back-up fuel, serves as the 

back-up boiler for the Hog Fuel Boiler.  A 280,000 gallon storage tank is used to store kerosene, 

diesel, and No. 2 fuel oil.  
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The Wood Yard receives logs to be processed into wood chips by debarking, chipping, and 

screening.  The Wood Yard also receives biomass (bark, sawdust, wood chips, and pecan hulls) 

purchased for the Hog Fuel Boiler. 

 

The Purchased Kraft Repulping System repulps purchased kraft into pulp to be used in the paper 

machines.  

 

4. Overall Process Flow Diagram  

 

The facility provided a process flow diagram in their Title V permit application. 

 

E. Regulatory Status 

 

1. PSD/NSR 

 

The Augusta Mill Addition is classified as a major source under 40 CFR 52.21.  It underwent a 

PSD review in 1982 for the construction of the Hog Fuel Boiler (Source Code BLR1).  Limits for 

SO2, NOX, and PM were established in the permit as part of a Best Available Control Technology 

(BACT) analysis and are equivalent to the 40 CFR 60 Subpart D limits, which are applicable to 

the Hog Fuel Boiler. 

 

The 270 MMBtu/hr Package Boiler (Source Code BLR2) accepted limitations to avoid being 

subject to a PSD review.  These limits are discussed below.    

 

The Augusta Mill Addition has also accepted the following limits for avoidance of PSD: 

 

• The Hog Fuel Boiler (BLR1) is limited to burning no more than 30,000 gallons of waste oil 

during any 12 consecutive months. 

• The distillate oil fired in the Hog Fuel Boiler or Package Boiler (BLR1 and BLR2) must have 

a sulfur content of less than 0.3% by weight. 

• The Package Boiler (BLR2) is limited to: 

▪ 0.30 lb/MMBtu of SO2 emissions 

▪ 0.10 lb/MMBtu of PM emissions (equivalent to the GA Rule 391-3-1-.02(2)(d) limits) 

▪ 0.20 lb/MMBtu of NOx emissions (equivalent to the 40 CFR 60 Subpart Db limits) 

▪ A combined annual capacity factor of no more than 10% for natural gas and distillate oil 

fired. 

 

In 2012, the Augusta Mill Addition underwent a PSD review for a production throughput increase 

of the Thermomechanical Pulping Plant (Source Code TMP1). As a result, the facility limited the 

daily production average (calculated from the 12-month rolling annualized production) to 1,180 

ADMT/D. This PSD avoidance limit was first incorporated in Permit No. 2621-245-0062-V-03-

4. In 2013, the facility submitted an application to revise this PSD avoidance limit to 1,034 

ADMT/D. This change was incorporated in Permit No. 2621-245-0062-V-03-7. 
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2. Title V Major Source Status by Pollutant 

 
Table 2:  Title V Major Source Status 

Pollutant 

Is the 

Pollutant 

Emitted? 

If emitted, what is the facility’s Title V status for the pollutant? 

Major Source Status 
Major Source 

Requesting SM Status 

Non-Major Source 

Status 

PM Yes    

PM10 Yes    

PM2.5 Yes    

SO2 Yes    

VOC Yes    

NOx Yes    

CO Yes    

TRS Yes    

H2S Yes    

Individual 

HAP 
Yes    

Total HAPs Yes    

 

 

3. MACT Standards 

 

The Hog Fuel Boiler and Package Boiler (ID Nos. BLR1 and BLR2) are subject to 40 CFR 63 

Subpart DDDDD “National Emission Standards for Hazardous Air Pollutants for Major Sources: 

Industrial, Commercial, and Institutional Boilers and Process Heaters.” 

 

The facility is not subject to 40 CFR 63 Subpart S “NESHAP for the Pulp and Paper Industry” as 

the rule does not cover thermomechanical pulp mills and the bleaching system does not use 

chlorine or chlorinated compounds.  

 

4. Program Applicability (AIRS Program Codes) 

 

Program Code 
Applicable 

(y/n) 

Program Code 6 - PSD Yes 

Program Code 8 – Part 61 NESHAP No 

Program Code 9 - NSPS Yes 

Program Code M – Part 63 NESHAP Yes 

Program Code V – Title V Yes 
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Regulatory Analysis 

 

II. Facility Wide Requirements 

 

A. Emission and Operating Caps - None applicable.  

 

B. Applicable Rules and Regulations - Not applicable 

 

C. Compliance Status - Not applicable. 

 

D. Permit Conditions - None 

 

III. Regulated Equipment Requirements 

 

A. Equipment List for the Process 

 
Emission Units Applicable 

Requirements/Standards 

Air Pollution Control Devices 

ID No. Description ID No. Description 
BLR1 Hog Fuel Boiler 40 CFR 52.21 

40 CFR 64 

40 CFR 60 Subpart A 

40 CFR 60 Subpart D 

40 CFR 63 Subpart A 

40 CFR 63 Subpart DDDDD 

391-3-1-.02(2)(d) 

391-3-1-.02(2)(g) 

CU01 Venturi Scrubber 

BLR2 Package Boiler 40 CFR 52.21 

40 CFR 60 Subpart A 

40 CFR 60 Subpart Db 

40 CFR 63 Subpart A 

40 CFR 63 Subpart DDDDD 

391-3-1-.02(2)(d) 

391-3-1-.02(2)(g) 

None None 

KT01 Distillate Oil Storage Tank 40 CFR 60 Subpart Ka None None 

 

Wood Yard Activities/ Fugitives 

WY01 Chip Storage Bins (2) 

Chipping, Screening, Conveying 

and Storage 

Hog Fuel Delivery, Conveying, 

and Storage 

Log Debarking 

Log Delivery and Storage 

391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 

391-3-1-.02(2)(n) 

None None 

 

TMP1 – Thermomechanical Pulping Plant 
BT01 Bleach Tower 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

LD01 

LD02 
Low Density Storage Chest #1 

and #2 
391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

LC01 Leveling Chest  391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T009 Latency Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T013 - 

T016 
Deckers (4) 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 
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Emission Units Applicable 

Requirements/Standards 

Air Pollution Control Devices 

ID No. Description ID No. Description 
T017 Decker Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T019 Clear White Water Chest 

Cloudy White Water Chest 
391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T024 Unrefined Rejects Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T031 Pressate Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T032 - 

T034 
Reject Refiners (3) 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T035 Refined Rejects Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T038 

 
Secondary Rejects Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T039 

 
Tertiary Rejects Chest 

 
391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T040 Quaternary Rejects Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T041 - 

T044 
Reboilers (4) 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T045 Chip Washers 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T047 Decker Surge Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T048 -  

T051 
Steaming Tubes (4) 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T052 Chip Washer Tank 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T055-

T058 
Primary Refiners (4) 

 
391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T059-

T062 
Secondary Refiners (4) 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T063 Condensers 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T064 Chip Washers (4) 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

T065 Wash Tank 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

TRS Turpentine Recovery System – 

including a 10,000 gal turpentine 

storage tank, turpentine 

condenser, turpentine decanter, 

turpentine scrubber, condensate 

flash tanks, and truck loading 

equipment 

391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

 

RNP1 – Recycled Newsprint Pulping Plant 

R001 Head Tank 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R002 

R003 
Pulpers 

 
391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R011 Blend Chest  391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R012 

 

R015 

Secondary Coarse Screen Feed 

Chest 

Tertiary Coarse Screen Feed 

Chest 

391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 

 

None None 
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Emission Units Applicable 

Requirements/Standards 

Air Pollution Control Devices 

ID No. Description ID No. Description 
R016 PDM Feed Chest  391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R018 - 

R025 
Pressurized Deinking 

Modules(8) 
391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R030 Alkaline Disk Filter 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R031 Screw Press Feed Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R033 Primary Forward Cleaner Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R040 - 

R042 
Acidic Disk Filters (3) 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R043 Acidic Filter Surge Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R044 Low Density Storage Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R045 Alkaline Hot Water Storage 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R046 Alkaline Filtrate Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R047 -

R049 
Alkaline Spray Filters 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R050 Coarse Fraction Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R051 Alkaline Clarifier 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R052 Alkaline Whitewater Chest  391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R053 Rich Whitewater Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R054 Acid White Water Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R055 Acid Filtrate Chest  391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R056 Sludge Tank 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R057 Predrainer Press 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R062 Hydrasieves Filtrate Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R063 Secondary Reverse Cleaners 

Feed Chest 
391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

R064 Secondary Cleaners Feed Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

 

PM01 - Paper Machine 1 
P102 Saveall 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P103 Blend Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P104 Machine Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P105 Stuff Box 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P106 Silo 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P108 Deculator 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 



Title V Renewal Application Review Graphic Packaging International, LLC – Augusta Mill Addition TV-521160 

 

Printed:  June 29, 2021  Page 9 of 21 

Emission Units Applicable 

Requirements/Standards 

Air Pollution Control Devices 

ID No. Description ID No. Description 
P115 Cleaner Dilution Tank 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P118 Wire Former 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P119 Press Section 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P120 Paper Machine #1 Dryer 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P121 Condenser 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P122 Vacuum Pump 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P123 Headbox 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P124 Vacuum System 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P125 Press Pulper 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P126 Dry End Pulper 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P127 Condensate Collection Tank 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

 

PM02 – Paper Machine 2 

P202 Saveall 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P203 Blend Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P204 Machine Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P205 Stuff Box  391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P206 Silo 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P211 Rejects Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P220 Wire Former 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P232 Press Section 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P222 Cleanvac 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P223 Dryer 

Section 
391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P224 Condenser 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P225 Vacuum Pump 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P226 Headbox 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P227 Press Pulper 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P228 Dry End Pulper 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P229 Condensate Collection Tank 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P230 Vacuum System 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 
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Emission Units Applicable 

Requirements/Standards 

Air Pollution Control Devices 

ID No. Description ID No. Description 
P231 Surge Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

 

PKR1 – Purchased Kraft 

P301 Kraft Tower Chest 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

P302  Kraft Pulper 391-3-1-.02(2)(b) 

391-3-1-.02(2)(e) 
None None 

 

B. Equipment & Rule Applicability 

 

Rules and Regulations Assessment: 

 

Hog Fuel Boiler (Source Code BLR1) 

The Hog Fuel Boiler was installed in 1982. The Hog Fuel Boiler is rated 400 MMBtu/hr and burns 

biomass, used oil, pulping sludge, and/or natural gas as the primary fuel and distillate oil as the backup 

fuel. The Hog Fuel Boiler is equipped with a venturi scrubber. The applicable rules and regulations 

are summarized below: 

Federal 

• 40 CFR 60 Subpart D – Standard of Performance for Fossil-Fuel-Fired Steam Generators.  The 

Hog Fuel Boiler was constructed after August 17, 1971 and has a heat input capacity greater than 

250 MMBtu/hr.  The regulatory analysis is as follows: 

• SO2 – The boiler is limited to 0.80 lb/MMBtu heat input, the same as Georgia Rule (g). 

• PM – The boiler is limited to 0.10 lb/MMBtu heat input, the same as Georgia Rule (d). 

• NOx – The boiler is limited to 0.30 lb/MMBtu heat input, the same as Georgia Rule (d). 

• 40 CFR 63 Subpart DDDDD – National Emission Standards for Hazardous Air Pollutants for 

Industrial, Commercial, and Institutional Boilers and Process Heaters. The boiler was constructed 

before June 4, 2010; therefore, it is considered an existing source under Subpart DDDDD.  The 

boiler is classified as a hybrid suspension/grate boiler designed to burn wet biomass/bio-based 

solid.  The boiler is subject to the HCl, Hg, CO, and filterable PM emission limits and is required 

to conduct tune-ups annually or, if the facility operates a continuous O2 trim system and maintains 

an optimum air-to-fuel ratio, once every 61 months. 

State 

• Georgia Rule 391-3-1-.02(2)(d) – Fuel-burning Equipment.  The Hog Fuel Boiler was constructed 

after January 1, 1972 and has a heat input capacity greater than 250 MMBtu/hr.  The PM emissions 

from the hog fuel boiler are limited to 0.10 lb/MMBtu heat input. 

Georgia Rule (d) also limits the opacity from each boiler to less than 20 percent opacity (6-minute 

average), except for one 6-minute period per hour of not more than 27 percent opacity. 

The boiler is subject to a NOX limit of 0.30 pounds per million BTU heat input under Georgia Rule 

(d) because the boiler’s heat input capacity is greater than 250 MMBtu/hr. 

No updates to this rule have occurred since the facility’s last permit renewal in 2016; therefore, no 

updates to the permit regarding this subpart are required. 

• Georgia Rule 391-3-1-.02(2)(g) – Sulfur Dioxide.  The boiler was constructed after January 1, 

1972 and fires fossil fuels at a rate greater than 100 MMBtu/hr.  Georgia Rule (g) limits the amount 

of sulfur in the fuel for sources having a heat input rate greater than 100 MMBtu/hr to 3.0 percent, 

by weight. 
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The boiler is subject to an SO2 limit of 0.80 pounds per million BTU heat input under Georgia 

Rule (g) because fossil fuel combustion is greater than 250 MMBtu/hr for the unit. 

No updates to this rule have occurred since the facility’s last permit renewal in 2016; therefore, no 

updates to the permit regarding this subpart are required. 

Other 

• The permit specifies that the boilers can burn no fuel other than biomass, used oil, pulping sludge, 

natural gas, and/or distillate oil.  

 

Package Boiler (Source Code BLR2) 

The Package Boiler was installed in 1988. The Package Boiler is rated 270 MMBtu/hr and burns 

natural gas as the primary fuel and distillate oil as the backup fuel. The Package Boiler is not equipped 

with a control device.  The applicable rules and regulations are summarized below: 

Federal 

• 40 CFR 60 Subpart Db – Standard of Performance for Industrial-Commercial-Institutional Steam 

Generating Units.  The Package Boiler was constructed after June 19, 1984 and has a heat input 

capacity greater than 100 MMBtu/hr.  The regulatory analysis is as follows: 

• SO2 – The boiler burns natural gas; therefore, it is not subject to a SO2 limit. 

• PM – The boiler burns natural gas; therefore, it is not subject to a PM limit. 

• Opacity – The boiler burns natural gas; therefore, it is not subject to an opacity limit. 

No updates to this rule have occurred since the facility’s last permit renewal in 2016; therefore, no 

updates to the permit regarding this subpart are required. 

• 40 CFR 63 Subpart DDDDD – National Emission Standards for Hazardous Air Pollutants for 

Industrial, Commercial, and Institutional Boilers and Process Heaters.  The boiler was 

constructed before June 4, 2010; therefore, it is considered an existing source under Subpart 

DDDDD.  Because the boiler fires only natural gas and No. 2 fuel oil during periods of natural gas 

curtailment, the boiler is classified as a limited-use boiler, as defined in 40 CFR 63.7575.  The 

boiler is required to conduct tune-ups once every 61 months.  The boiler is not subject to any 

emission limits because it is classified as a limited-use boiler. No updates to this rule have occurred 

since the facility’s last permit renewal in 2016; therefore, no updates to the permit regarding this 

subpart are required. 

State 

• Georgia Rule 391-3-1-.02(2)(d) – Fuel-burning Equipment.  The Package Boiler was constructed 

after January 1, 1972 and has a heat input capacity greater than 250 MMBtu/hr.  The PM emissions 

from the package boiler are limited to 0.10 lb/MMBtu heat input. 

Georgia Rule (d) also limits the opacity from each boiler to less than 20 percent opacity (6-minute 

average), except for one 6-minute period per hour of not more than 27 percent opacity. 

The boiler is subject to a NOX limit of 0.20 pounds per million BTU heat input under Georgia Rule 

(d) because the boiler’s heat input capacity is greater than 250 MMBtu/hr. 

No updates to this rule have occurred since the facility’s last permit renewal in 2016; therefore, no 

updates to the permit regarding this subpart are required. 

• Georgia Rule 391-3-1-.02(2)(g) – Sulfur Dioxide.  The boiler was constructed after January 1, 

1972 and fires fossil fuels at a rate greater than 100 MMBtu/hr.  Georgia Rule (g) limits the amount 

of sulfur in the fuel for sources having a heat input rate greater than 100 MMBtu/hr to 3.0 percent, 

by weight. 

The boiler is subject to SO2 limits under Georgia Rule (g) because fossil fuel combustion is greater 

than 250 MMBtu/hr for the unit, however the limit of 0.30 lb MMBtu heat input set by the facility 

for PSD avoidance is more stringent. 
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No updates to this rule have occurred since the facility’s last permit renewal in 2016; therefore, no 

updates to the permit regarding this subpart are required. 

Other 

• The permit specifies that the boilers can burn no fuel other than natural gas or distillate oil. This 

condition was added to the permit prior to the most recent renewal to minimize the requirements 

of 40 CFR Subpart Db. 

 

Distillate Oil Storage Tank (KT01) 

The Distillate Oil Storage Tank was installed in 1984. The tank stores fuel oil for use in boilers and 

lime kilns. The capacity of this tank is 280,000 gallons to store kerosene, diesel, and No. 2 fuel oil. 

The tank is not equipped with a control device.  The applicable rules and regulations are summarized 

below: 

Federal 

• 40 CFR 60 Subpart Ka – Standards of Performance for Storage Vessels for Petroleum Liquids for 

Which Construction, Reconstruction, or Modification Commenced After May 18, 1978, and Prior 

to July 23, 1984.  The tank is greater than 40,000 gallons and was constructed between May 18, 

1978 and July 23, 1984; therefore, it is subject to Subpart Ka. The vapor pressure of the tank 

contents is less than 1.0 psia; therefore, the tank is not subject to VOC requirements and is exempt 

from testing and monitoring under this subpart. 

 

Wood Yard Activities/Fugitives 

The applicable rules and regulations are summarized below: 

State 

• Georgia Rule 391-3-1-.02(2)(b) – Visible Emissions.  Georgia Rule (b) limits the opacity of 

emission from any source to less than 40 percent. No updates to this rule have occurred since the 

facility’s last permit renewal in 2016; therefore, no updates to the permit regarding this subpart are 

required. 

• Georgia Rule 391-3-1-.02(2)(e) – Particulate Emissions from Manufacturing Processes.  Georgia 

Rule (e) limits PM emissions from manufacturing processes based on the input rate to the 

processing equipment.  The equation for calculating the limit is included in the permit. No updates 

to this rule have occurred since the facility’s last permit renewal in 2016; therefore, no updates to 

the permit regarding this subpart are required. 

• Georgia Rule 391-3-1-.02(2)(n) – Fugitive Dust.  Georgia Rule (n) requires the facility to take 

reasonable precautions to prevent dust from becoming airborne. No updates to this rule have 

occurred since the facility’s last permit renewal in 2016; therefore, no updates to the permit 

regarding this subpart are required. 

 

All equipment in the Thermomechanical Pulping Plant (TMP1), Recycled Newsprint Pulping 

Plant (RNP1), Paper Machine 1 (PM01), Paper Machine 2 (PM02), and Purchased Kraft (PKR1) 

The applicable rules and regulations are summarized below: 

State 

• Georgia Rule 391-3-1-.02(2)(b) – Visible Emissions.  Georgia Rule (b) limits the opacity of 

emission from any source to less than 40 percent. No updates to this rule have occurred since the 

facility’s last permit renewal in 2016; therefore, no updates to the permit regarding this subpart are 

required. 

• Georgia Rule 391-3-1-.02(2)(e) – Particulate Emissions from Manufacturing Processes.  Georgia 

Rule (e) limits PM emissions from manufacturing processes based on the input rate to the 
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processing equipment.  The equation for calculating the limit is included in the permit. No updates 

to this rule have occurred since the facility’s last permit renewal in 2016; therefore, no updates to 

the permit regarding this subpart are required. 

 

C. Permit Conditions 

 

No permit amendments have been made since the last Title V permit was issued on August 26, 2020 

as Permit No. 2621-245-0062-V-05-0. As such, all of the permit conditions listed below were listed 

in that permit unless otherwise stated. 

 

Equipment Emission Caps and Operating Limits 

Condition 3.2.1 is a new permit condition to incorporate the operating requirements of Permit 

Condition 6.2.4 into the permit. The permit condition limits the Thermomechanical Pulping Plant 

production to 1,034 ADMT/D under PSD Avoidance. 

 

Equipment Federal Rule Standards 

Condition 3.3.1 limits the amount of used oil fired in the hog fuel boiler under PSD Avoidance.  

 

Condition 3.3.2 is the general applicability statement for 40 CFR 60 Subparts A and D.  

 

Condition 3.3.3 is the PM limit for the hog fuel boiler under 40 CFR 60 Subpart D, PSD, and Georgia 

Rule (d). 

 

Condition 3.3.4 is the opacity limit for the hog fuel boiler under 40 CFR 60 Subpart D and PSD. 

Georgia Rule (d) is subsumed. 

 

Condition 3.3.5 is the sulfur dioxide limit for the hog fuel boiler under 40 CFR 60 Subpart D, PSD, 

and Georgia Rule (g). 

 

Condition 3.3.6 is the NOx limit for the hog fuel boiler under 40 CFR 60 Subpart D, PSD, and Georgia 

Rule (d). 

 

Condition 3.3.7 limits the types of fuel fired in the package boiler under 40 CFR 60 Subpart Db 

Avoidance.  

 

Condition 3.3.8 limits the capacity factor of fuel fired in the package boiler under 40 CFR 60 Subpart 

Db and PSD Avoidance.  

 

Condition 3.3.9 is the sulfur dioxide limit for the package boiler under PSD Avoidance. Georgia Rule 

(g) is subsumed. 

 

Condition 3.3.10 is the PM limit for the package boiler under PSD Avoidance and Georgia Rule (d). 

 

Condition 3.3.11 is the general applicability statement for 40 CFR 60 Subparts A and Db.  
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Condition 3.3.12 is the NOx limit for the package boiler under 40 CFR 60 Subpart Db, PSD 

Avoidance, and Georgia Rule (d). 

 

Condition 3.3.13 is the opacity limit for the package boiler under 40 CFR 60 Subpart D. Georgia Rule 

(d) is subsumed. 

 

Condition 3.3.14 sets limits on the sulfur content allowed in distillate oil fired in the package and hog 

fuel boilers under 40 CFR 60 Subpart Db Avoidance and PSD Avoidance. Georgia Rule (g) is 

subsumed. 

 

Condition 3.3.15 is the general applicability statement for 40 CFR 60 Subparts A and Ka.  

 

Condition 3.3.16 (Previous Permit Condition 3.3.17) is the general applicability statement for 40 CFR 

63 Subparts A and DDDDD.  

 

Condition 3.3.17 (Previous Permit Condition 3.3.19) specifies the hog fuel boiler’s category under 40 

CFR 63 Subpart DDDDD.  

 

Condition 3.3.18 (Previous Permit Condition 3.3.20) specifies the package boiler’s category under 40 

CFR 63 Subpart DDDDD.  

 

Condition 3.3.19 (Previous Permit Condition 3.3.22) specifies the hog fuel boiler’s emission limits 

under 40 CFR 63 Subpart DDDDD.  

 

Condition 3.3.20 (Previous Permit Condition 3.3.23) specifies the boilers’ startup and shutdown 

requirements under 40 CFR 63 Subpart DDDDD. The language in this condition was amended slightly 

to make it more site-specific. 

 

Equipment SIP Rule Standards 

Condition 3.4.1 limits the types of fuel fired in the hog fuel boiler.  

 

Condition 3.4.2 is the PM limit for the wood yard activities and fugitive dust sources under Georgia 

Rule (e). 

 

Condition 3.4.3 is the opacity limit for the wood yard activities and fugitive dust sources under Georgia 

Rule (b). 

 

Condition 3.4.4 is sets best practice standards for fugitive dust sources under Georgia Rule (n). 

 

Condition 3.4.5 limits the opacity for fugitive dust sources under Georgia Rule (n). 

 

Condition 3.4.6 limits the opacity for the paper machines under Georgia Rule (b). 

 

Condition 3.4.7 is the PM limit for the paper machines under Georgia Rule (e). 
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Conditions Removed From the Permit 

Previous Permit Condition 3.3.16 was the general applicability statement for 40 CFR 60 Subpart A. 

To maintain consistent permit language, the requirements were incorporated into Conditions 3.3.2, 

3.3.11, and 3.3.15. Therefore, the permit condition is being removed from this permit altogether. 

 

Previous Permit Condition 3.3.18 was the general applicability statement for 40 CFR 63 Subparts A 

and DDDDD. The condition was redundant to Condition 3.3.16. Therefore, the permit condition is 

being removed from this permit altogether. 

 

Previous Permit Condition 3.3.21 specified the boilers’ emission limits and work practice standards 

under 40 CFR 63 Subpart DDDDD. The boilers are not subject to requirements in Tables 11, 12, and 

13 and the requirements of Tables 1, 2, and 3 are covered in other permit conditions. This permit 

condition was redundant. Therefore, the permit condition is being removed from this permit altogether. 

 

Previous Permit Condition 3.3.24 specified the hog fuel boiler’s requirements under 40 CFR 63 

Subpart DDDDD. The condition listed mostly initial startup requirements, which have been 

completed, and continuous requirements are covered in other permit conditions. This permit condition 

was redundant. Therefore, the permit condition is being removed from this permit altogether. 

 

IV. Testing Requirements (with Associated Record Keeping and Reporting) 

 

A. General Testing Requirements 

 

The permit includes a requirement that the Permittee conduct performance testing on any specified 

emission unit when directed by the Division.  Additionally, a written notification of any performance 

test(s) is required 30 days (or sixty (60) days for tests required by 40 CFR Part 63) prior to the date of 

the test(s) and a test plan is required to be submitted with the test notification.  Test methods and 

procedures for determining compliance with applicable emission limitations are listed and test results 

are required to be submitted to the Division within 60 days of completion of the testing. 

 

B. Specific Testing Requirements 

 

Condition 4.2.1 specifies the performance testing requirements the Permittee must follow for the 

package boiler under 40 CFR 60 Subpart Db. The language was amended slightly to remove 

requirements for the hog fuel boiler to reflect that the initial compliance date for 40 CFR 63 Subpart 

DDDDD has passed and that the hog fuel boiler is now conducting performance testing in accordance 

with 40 CFR 63 Subpart DDDDD as specified in a separate condition. 

 

Condition 4.2.2 (Previous Permit Condition 4.2.4) specifies the periodic performance testing 

requirements the Permittee must follow for the hog fuel boiler under 40 CFR 63 Subpart DDDDD. 

The language in this condition was amended slightly to reflect that the initial compliance testing for 

40 CFR 63 Subpart DDDDD was completed. 

 

Condition 4.2.3 (Previous Permit Condition 4.2.5) specifies the schedule for the required periodic 

tune-ups the Permittee must follow for the boilers under 40 CFR 63 Subpart DDDDD. The language 

in this condition was amended slightly to reflect that the initial tune-up for 40 CFR 63 Subpart 

DDDDD was completed. 
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Conditions Removed From the Permit 

Previous Permit Condition 4.2.2 specified the performance testing requirements the Permittee must 

follow for the boilers under 40 CFR 63 Subpart DDDDD. Due to the fact that the initial compliance 

date for 40 CFR 63 Subpart DDDDD has passed, the condition was redundant to what is now 

Condition 4.2.2. Therefore, the permit condition is being removed from this permit altogether. 

 

Previous Permit Condition 4.2.3 specified the initial performance testing requirements the Permittee 

must follow for the hog fuel boiler under 40 CFR 63 Subpart DDDDD. The initial performance test 

was completed, and notification was received by the Division. Therefore, the permit condition has 

been satisfied and is being removed from this permit altogether. 

 

Previous Permit Condition 4.2.6 specified the one-time energy assessment requirements the Permittee 

must follow for the hog fuel boiler under 40 CFR 63 Subpart DDDDD. The one-time energy 

assessment was completed, and notification was received by the Division. Therefore, the permit 

condition has been satisfied and is being removed from this permit altogether. 

 

V. Monitoring Requirements  

 

A. General Monitoring Requirements 

 

Condition 5.1.1 requires that all continuous monitoring systems required by the Division be operated 

continuously except during monitoring system breakdowns and repairs.  Monitoring system response 

during quality assurance activities is required to be measured and recorded.  Maintenance or repair is 

required to be conducted in an expeditious manner.   

 

B. Specific Monitoring Requirements 

 

Condition 5.2.1 lists the requirements for the continuous parameter monitoring system, sensor device, 

and data handling system for the boiler and scrubber monitoring.  The requirements provide a 

reasonable assurance that emissions are kept below their limits and that the scrubber is working 

properly and that compliance can be determined through the monitoring records. 

 

Conditions 5.2.2 and 5.2.3 specify the Compliance Assurance Monitoring (CAM) requirements for 

the subject pollutant-specific emission units (PSEU). At this facility, the only PSEU is the hog fuel 

boiler. Condition 5.2.2 was amended slightly to reflect that the initial compliance date for 40 CFR 63 

Subpart DDDDD has passed. 

 

Condition 5.2.4 requires the permittee to conduct an inspection and maintenance program and maintain 

records for the distillate oil nozzles for the package boiler. 

 

Condition 5.2.5 specifies the periodic tune-up requirements the Permittee must follow for the boilers 

under 40 CFR 63 Subpart DDDDD. 
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C. Compliance Assurance Monitoring (CAM) 

 

The facility operates one piece of equipment that is considered a pollutant-specific emission unit under 

40 CFR Part 64.  A pollutant-specific emission unit (PSEU), as defined in 40 CFR 64.1, is subject to 

the requirements of CAM if the unit: 

(1) is subject to an emission limitation or standard for the applicable regulated air pollutant,  

(2) uses a control device to comply with any such emission standard, and  

(3) has a pre-controlled potential-to-emit (PTE) for the applicable regulated air pollutant greater than 

100 percent of the major source threshold (on a tons per year basis).   

Therefore, the equipment listed in the table below is subject to 40 CFR Part 64, “Compliance 

Assurance Monitoring” (CAM).  

 
Emission Unit (Source Code) Control Device (Source Code) Pollutant 

Hog Fuel Boiler (Source Code BLR1) Venturi Scrubber (Source Code CU01) PM 

 

The Hog Fuel Boiler (Source Code BLR1) is a large PSEU because its post-control emissions exceed 

the major source threshold. Therefore, continuous monitoring is required to remain in compliance with 

CAM. 

 

VI. Record Keeping and Reporting Requirements 

 

A. General Record Keeping and Reporting Requirements 

 

The Permit contains general requirements for the maintenance of all records for a period of five years 

following the date of entry and requires the prompt reporting of all information related to deviations 

from the applicable requirements.  Records, including identification of any excess emissions, 

exceedances, or excursions from the applicable monitoring triggers, the cause of such occurrence, and 

the corrective action taken, are required to be kept by the Permittee and reporting is required on a 

quarterly basis. 

 

B. Specific Record Keeping and Reporting Requirements 

 

Condition 6.1.7.a specifies that there are no excess emissions required to be reported. 

 

Condition 6.1.7.b.i specifies as an exceedance as any time Any 12-month rolling period during which 

the quantity of used oil fired in the Hog Fuel Boiler exceeds 30,000 gallons 

 

Condition 6.1.7.b.ii specifies as an exceedance as any time of process operation during which the 

combined annual capacity factor for natural gas and distillate oil fired in the Package Boiler is greater 

than 0.10. 

 

Condition 6.1.7.b.iii specifies as an exceedance as any time of process operation during which the 

distillate oil fired in the Hog Fuel Boiler or the Package Boiler does not meet the specifications in 

Condition 3.3.14. 
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Condition 6.1.7.c.i specifies as an excursion as any time the 30-day pressure drop rolling average for 

the Hog Fuel Boiler Scrubber is less than the lowest one-hour average pressure drop measured during 

the most recent performance test. 

 

Condition 6.1.7.c.ii specifies as an excursion as any time the 30-day liquid flow rate rolling average 

for the Hog Fuel Boiler Scrubber is less than the lowest one-hour average pressure drop measured 

during the most recent performance test. 

 

Condition 6.1.7.c.iii specifies as an excursion as any adverse conditions revealed by the inspection of 

the distillate oil nozzles on the Package Boiler. 

 

Condition 6.1.7.d.i requires the reporting of the quantity of used oil burned during the quarter. 

 

Condition 6.1.7.d.ii requires the reporting of the combined annual capacity factor for natural gas and 

distillate oil fired in the Package Boiler for the previous consecutive 12 months. 

 

Condition 6.1.7.d.iii requires the reporting of the results of any nitrogen oxides emissions test 

performed during the reporting period for the Package Boiler and the hours of operation since the last 

nitrogen oxides emission test for the boiler. 

 

Condition 6.1.7.d.iv requires the reporting of records of the inspections performed on the Package 

Boiler during the reporting period as required by Condition 5.2.4. 

 

Condition 6.1.7.d.v requires the reporting of a list of all the current operational parameters established 

in accordance with Condition 4.2.1 

 

Condition 6.1.7.d.vi requires the reporting of any consecutive 12-month period in which the TMP 

daily production average calculated in Condition 6.2.4 exceeds 1,034 ADMT/D. 

 

Conditions 6.2.1 and 6.2.2 require the facility to record and maintain records for the package boiler in 

accordance with 40 CFR 60 Subpart Db. 

 

Condition 6.2.3 requires the facility to record and maintain records for efforts taken to reduce fugitive 

dust. 

 

Condition 6.2.4 requires the facility to record and maintain monthly records of the Thermomechanical 

Pulping Plant (TMP1) production and notify GA EPD of exceedances under PSD Avoidance. 

 

Condition 6.2.5 specifies the recordkeeping requirements for the tune-ups of the boilers under 40 CFR 

63 Subpart DDDDD. 

 

Condition 6.2.6 specifies the requirement to submit a notification of intent in advance of every 

performance test conducted on the boilers under 40 CFR 63 Subpart DDDDD. 
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Condition 6.2.7 (Previous Permit Condition 6.2.8) specifies the requirement and timeline to submit 

compliance reports for the boilers under 40 CFR 63 Subpart DDDDD. The first compliance report for 

the hog fuel boiler was submitted and received by the Division. Therefore, Previous Permit Condition 

6.2.8.a has been satisfied and is being removed from this permit altogether. Condition 6.2.7 was 

rewritten slightly to reflect these changes. 

 

Condition 6.2.8 (Previous Permit Condition 6.2.9) specifies the details the Permittee is required to 

submit in the periodic compliance reports for the boilers under 40 CFR 63 Subpart DDDDD. 

 

Condition 6.2.9 (Previous Permit Condition 6.2.10) lists various records the Permittee is required to 

keep for the boilers under 40 CFR 63 Subpart DDDDD. 

 

Condition 6.2.10 (Previous Permit Condition 6.2.11) specifies how and for how long the Permittee 

should keep the records required for the boilers under 40 CFR 63 Subpart DDDDD. 

 

Conditions Removed From the Permit 

Previous Permit Condition 6.2.7 specified the requirement to submit a notification of compliance 

status following the completion of the initial compliance demonstration for the boilers under 40 CFR 

63 Subpart DDDDD. The notification of compliance status was submitted and received by the 

Division. Therefore, Previous Permit Condition 6.2.7 has been satisfied and is being removed from 

this permit altogether. 
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VII. Specific Requirements 

 

A. Operational Flexibility  

 

  Not Applicable 

 

B. Alternative Requirements  

 

 Not Applicable  

 

C. Insignificant Activities 

 

See Permit Application on GEOS website. 

See Attachment B of the permit 

 

D. Temporary Sources 

 

 Not Applicable 

 

E. Short-Term Activities 

 

Not Applicable 

 

F. Compliance Schedule/Progress Reports 

 

Not Applicable 

 

G. Emissions Trading 

 

Not Applicable 

 

H. Acid Rain Requirements 

 

Not Applicable 

 

I. Stratospheric Ozone Protection Requirements 

 

Not Applicable 

 

J. Pollution Prevention 

 

Not Applicable 

 

K. Specific Conditions 

 

Not Applicable 
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VIII. General Provisions 

 

Generic provisions have been included in this permit to address the requirements in 40 CFR Part 70 that 

apply to all Title V sources, and the requirements in Chapter 391-3-1 of the Georgia Rules for Air Quality 

Control that apply to all stationary sources of air pollution. 

 

Template Condition 8.14.1 was updated in September 2011 to change the default submittal deadline for 

Annual Compliance Certifications to February 28. 

 

Template Condition Section 8.27 was updated in August 2014 to include more detailed, clear requirements 

for emergency generator engines currently exempt from SIP permitting and considered insignificant 

sources in the Title V permit. 

 

Template Condition Section 8.28 was updated in August 2014 to more clearly define the applicability of 

the Boiler MACT or GACT for major or minor sources of HAP.  
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Addendum to Narrative 

 

The 30-day public review started on month day, year and ended on month day, year.  Comments were/were not 

received by the Division.   

 

//If comments were received, state the commenter, the date the comments were received in the above paragraph.  

All explanations of any changes should be addressed below.// 

 

 

 

 


